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HALOGEN LAMPHOLDERS

T5 LINEAR LAMPSDOUBLE ENDED R7S LAMPHOLDERS 
K12 Single Heavy Duty R7s Lampholder

- Heavy Duty construction
- Outer shell is die cast, housing is Steatite
- Contacts are silver-plated with inner  
  coil spring for maintained contact pressure
- Standard lead wires are 18 AWG SEW-1 
  (SF1) 200°C, 12” long, stripped 1⁄2”
- Mounts into double “D” hole, 14 mm x
  12 mm on flats

- Two sockets are required per lamp
- Other wire and terminations are available 
  upon request, contact the factory
- Rated 2A 200V
- cULus
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K13 Heavy Duty R7s Lampholder with Assembled Bracket for T4 79 mm Lamps

K14 Heavy Duty R7s Lampholder with Assembled Bracket for T3 119 mm Lamps

- Heavy Duty construction
- Outer shell is die cast, housing is Steatite
- Contacts are silver-plated with inner  
  coil spring for maintained contact pressure
- Standard lead wires are 18 AWG SEW-1 
  (SF1) 200°C, 12” long, stripped 1⁄2”
- Two pieces of K12 mounted on short  
   bracket for faster assembly

- Heavy Duty construction
- Outer shell is die cast, housing is Steatite
- Contacts are silver-plated with inner  
  coil spring for maintained contact pressure
- Standard lead wires are 18 AWG SEW-1 
  (SF1) 200°C, 12” long, stripped 1⁄2”
- Two pieces of K12 mounted on long
   bracket for faster assembly

- Mounts using holes on heavy gauge  
  steel bracket
- Other wire and terminations are available 
  upon request, contact the factory
- Rated 2A 200V
- cULus 

- Mounts using holes on heavy gauge  
  steel bracket
- Other wire and terminations are available 
  upon request, contact the factory
- Rated 10A 200V
- cULus 
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R7S

R7S

FOR MORE INFORMATION PLEASE CALL 1-800-661-9610 (HEAD OFFICE) 1-888-762-5384 (USA)

PLEASE CONSULT THE FACTORY FOR MORE PRODUCTS AND CUSTOMIZATION.
PRODUCT DETAILS AND SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.
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K23 R7s Lampholder with Assembled Bracket for T4 79 mm Lamps

K24 R7s Lampholder with Assembled Bracket for T3 119 mm Lamps

- Steatite porcelain body
- Silver-plated contact with stainless steel 
   backup spring to hold lamp securely in place
- Standard lead wires are 18 AWG SEW-1 
  (SF1) 200°C, 12” long, stripped 1⁄2”
- Two pieces of K21 are mounted on  

- Steatite porcelain body
- Silver-plated contact with stainless steel 
   backup spring to hold lamp securely in place
- Standard lead wires are 18 AWG SEW-1 
  (SF1) 200°C, 12” long, stripped 1⁄2”
- Two pieces of K21 are mounted on  

  short, heavy gauge steel bracket for  
  faster assembly
- Other wire and terminations are available 
  upon request, contact the factory
- Rated 8A 250V
- cULus

  long, heavy gauge steel bracket for  
  faster assembly
- Other wire and terminations are available 
  upon request, contact the factory
- Rated 8A 250V
- cULus 
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FOR MORE INFORMATION PLEASE CALL 1-800-661-9610 (HEAD OFFICE) 1-888-762-5384 (USA)

PLEASE CONSULT THE FACTORY FOR MORE PRODUCTS AND CUSTOMIZATION.
PRODUCT DETAILS AND SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.

HALOGEN LAMPHOLDERS

DOUBLE ENDED R7s LAMPHOLDERS 
K21 Single R7s Lampholder

- Steatite porcelain body
- Silver-plated contact with stainless steel 
   backup spring to hold lamp securely in place
- Two are required per lamp
- Standard lead wires are 18 AWG SEW-1 
  (SF1) 200°C, 12” long, stripped 1⁄2”

- Mounts using 1-5⁄32” x 3⁄8” captive screw
- Other wire and terminations are available 
  upon request, contact the factory
- Rated 8A 250V
- cULus 
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DF-01 GU-10 Base (TAL) Lampholder DF-01-30SEW
- High heat Steatite body
- Brass contacts
- Two hole mounting through lampholder
   body into panel
- Comes with standard 30” SEW-1  
   200°C leads

- Other wire and terminations are available 
  upon request, contact the factory
- Available with 1⁄8” IPS hickey, add suffix  
  “H” to part number
- Rated 1000W at 250V
- cULus Listed
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DF-05 GU-10 / GZ-10 Base (TAL) Lampholder

- High heat Steatite body
- Brass contacts
- Two hole mounting through lampholder
   body into panel
- Comes with standard 30” SEW-1  
   200°C leads

- Other wire and terminations are available 
  upon request, contact the factory
- Available with 1⁄8” IPS hickey, add suffix  
  “H” to part number
- Rated 1000W at 250V
- cULus Listed
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GU-10 GZ-10

K41 2 Pole Porcelain Terminal Block

- Unglazed high heat Steatite body
- Nickel-plated brass terminals
- M3 slotted terminal screws

- Mount using #8-32 screws
- 20-14 AWG wire range
- cULus Listed
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HALOGEN LAMPHOLDER AND ACCESSORIES

T5 LINEAR LAMPSGU-10, GZ-10 BASE / LAMPHOLDER ACCESSORIES

FOR MORE INFORMATION PLEASE CALL 1-800-661-9610 (HEAD OFFICE) 1-888-762-5384 (USA)

PLEASE CONSULT THE FACTORY FOR MORE PRODUCTS AND CUSTOMIZATION.
PRODUCT DETAILS AND SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.

GU-10
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T5 LINEAR LAMPSACCESSORIES
E26 GU-10 Base Adapter

-         High heat Steatite body
 -         Nickle-plated copper screw shell
 -     Allows conversion of GU-10 TAL lamps  
  to medium base for line voltage applications
 -   Lamp simply twists into the adapter, which  
  easily screws into medium base lampholder

-   Useful in converting existing recessed  
  cans to line voltage halogen (new trims  
  must be installed)
-         Design patent pending
 -   cULus ListedGU-10
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FOR MORE INFORMATION PLEASE CALL 1-800-661-9610 (HEAD OFFICE) 1-888-762-5384 (USA)

PLEASE CONSULT THE FACTORY FOR MORE PRODUCTS AND CUSTOMIZATION.
PRODUCT DETAILS AND SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.
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